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INTRODUCTION

This guide demonstrates how to recover a BT900-US device if an autorun application has been loaded onto it
and how to return the device to the factory-default settings.

REQUIREMENTS

PC running Windows XP or later

UwTerminal 7.0 or later (if running Windows) available from the Laird Embedded Wireless Support

Center in the BT900-US Software section
BT900-US

FTDI Drivers http://www.ftdichip.com/Drivers/VVCP.htm (if not included on OS)

FT_PROG http://www.ftdichip.com/Support/Utilities.htm

RECOVERY

To recover a BT900-US with an autorun application, follow these steps:

1.

Connect the BT900-US to a spare USB port on your laptop or computer to a

USB hub that can provide at least 100 mA of power.

2. Open FT_PROG.
3. From the Devices menu, click Scan and Parse.
4. Inthe left pane, a list of FTDI devices displays.

Note: If you have more than one connected FTDI
device, ensure that the correct device is
selected. Making changes to a different device
may render it inoperable.

5. Expand FT EEPROM.

6. Select and expand Hardware Specific.

7. Select Invert RS232 Signals.

8. Check the Invert DTR# box to ensure the device does not
automatically run applications (Figure 2).

9. From the Devices menu, select Program to open the
Program Devices window (Figure 3).

10. In the Program Devices window, select the applicable
device.
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Figure 1: BT900-US
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Figure 2: FT_PROG window
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11. Click Program to update the information on the FTDI W —— ——

chip (Figure 3). - —— i
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Figure 3: Program Devices window

Configure the applicable COM port
(displayed in the Device Manager) with the
following settings:
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Figure 4. UwTerminal COM settings
Click OK.

Click Close Port.

Remove the BT900-US device and then re-insert it.

Quickly click Open Port from UwTerminal.

When the device opens successfully, it is in interactive mode.

To delete the autorun application, use the at+del “$autorun$” command and press Enter.

Note: If you are unable to communicate with the device, click Close Port, remove the BT900-US
device, reinsert it, and click Open Port.

Once complete, close UwTerminal and return to FT_PROG.

Redo steps 3-12 but instead of checking the Invert DTR# checkbox, ensure it is unchecked and then
reprogram the device.

The BT900-US device is now returned to its factory default state.
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